
MODUL LAMBDA MAX PAR-V2 FDH G5 2X28W, ECG,
RAL 9006

Product accessories

Mounting Ceiling surfaced
Suspended

Light source Linear fluorescent lamp FDH (T5)

Optical system Parabolic louvre (PAR-V2)

Light distribution Direct
Direct - indirect

Wiring Electronic control gear
On request:
Dimmable electronic control gear (1-10V/
switch DIM/DSI/DALI)

Materials Housing: sheet steel
Parabolic louvre: polished aluminium

Surface finish Housing: grey (RAL 9006)
Other colors on request

Accessories On request:
Rope suspension
Pull switch

Standard

On Request

Picture

Type optical system power lamp lampholderdimensions fixing
point emergency weight

netto
PAR-V2

DIR
PAR-V2 DIR-

INDIR (W) L Y 1H 3H (kg)

MODUL LAMBDA
MAX • • 2x28 FDH G5 1206 1105 • • 4,2

MODUL LAMBDA
MAX • • 2x35 FDH G5 1506 1405 • • 4,8

MODUL LAMBDA
MAX • • 2x49 FDH G5 1506 1405 • • 4,8

MODUL LAMBDA
MAX • • 2x54 FDH G5 1206 1105 • • 4,2

http://www.omslighting.sk/


Mounting Type

The Company reserves the right to change any product specifications without prior notification. Last Updated:10.06.2013
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