
STAR 

Felhasználási terület
 A STAR  lámpacsalád üzemek, műhelyek, csarnokok általános megvilágítására 
ajánlott.            
Anyag
Lámpatest: fröccsöntött PC.
Szerelvénytartó: fehérre festett acéllemez
Bura: fröccsöntött  PC
Rögzítés
A lámpatestek mennyezetre vagy függesztve is szerelhetők
Gyártás
A lámpatestek rendelhetők VVG, EVG, DIMM EVG, INVERTER kivitelben.
Opciók
A lámpatestekhez rendelhető fém rögzítő húzózár, tükrösített alumínium fényterelő 
lemez

Field of application
The STAR range of luminaire is suggested for general illumination of workshops, 
workrooms and industrial halls.
Base material
Body of the luminaire: injected polycarbonate.
Gear tray: white painted steel sheet
Diffuser: injected polycarbonate
Fixing
The luminaires can be mounted onto the ceiling or suspended
Manufacturing
The luminaires are available equipped with  VVG, EVG, DIMM EVG and 
INVERTER. 
Options
Stainless steel clip and high-polished aluminium reflector can be ordered to the 
luminaires.
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Típus Foglalat Teljesítmény
A            

(mm)
B          

(mm)
C           

(mm)
D            

(mm)
E            

(mm)

Térfogat Csom. 
egység

Súly (kg)

Rendelési kód (m3) VVG EVG
60 210 118 xxx STAR-118 PC/PC G13 1x18W 660 80 90 500 40 0,005 1 1,6 1,4
60 210 136 xxx STAR-136 PC/PC G13 1x36W 1270 80 90 1050 40 0,010 1 2,0 1,8
60 210 158 xxx STAR-158 PC/PC G13 1x58W 1570 80 90 1350 40 0,013 1 2,7 2,1

Típus Foglalat Teljesítmény
A            

(mm)
B          

(mm)
C           

(mm)
D            

(mm)
E            

(mm)

Térfogat Csom. 
egység

Súly (kg)

Rendelési kód (m3) VVG EVG
60 210 218 xxx STAR-218 PC/PC G13 2x18W 660 130 90 500 40 0,010 1 3,0 2,0
60 210 236 xxx STAR-236 PC/PC G13 2x36W 1270 130 90 1050 40 0,017 1 3,2 2,4
60 210 258 xxx STAR-258 PC/PC G13 2x58W 1570 130 90 1350 40 0,021 1 4,4 3,0

Típus Foglalat Teljesítmény
A            

(mm)
B          

(mm)
C           

(mm)
D            

(mm)
E            

(mm)

Térfogat
Csom. 
egység

Súly (kg)

Rendelési kód (m3) VVG EVG
60 191 336 xxx STP-336 G13 3x36W 1280 175 110 915 80 0,019 2 4,9 4,4

ta…35°C 230V
 50Hz

G13IP65
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Opcionális kiegészítők

Rendelési kód Típus Megnevezés

52 210 118 000 STAR-118 Alumínium tükör
52 210 136 000 STAR-136 Alumínium tükör
52 210 158 000 STAR-158 Alumínium tükör
52 210 218 000 STAR-218 Alumínium tükör
52 210 236 000 STAR-236 Alumínium tükör

ta…35°C 230V
 50Hz

Opcionális kiegészítők

Rendelési kód Típus Megnevezés db / lámpa

50 210 000 000 STAR-118 / 218 fém burarögzítő 6
50 210 000 000 STAR-136 / 236 fém burarögzítő 8
50 210 000 000 STAR-158 / 258 fém burarögzítő 10

G13IP65

STAR 158 STAR 258 STP 336
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ta…35°C 230V
 50Hz IP65

Típus Teljesítmény
A            

(mm)
B          

(mm)
C           

(mm)
D            

(mm)
E            

(mm)

Térfogat Csom. 
egység

Súly (kg)

Rendelési kód (m3) VVG EVG
60 212 218 001 Talux Ex-218 2x18W 660 175 105 390 50 0,012 1 3,0 2,0
60 212 236 001 Talux Ex-236 2x36W 1270 140 90 900 40 0,016 1 3,2 2,4

ROBBANÁSBIZTOS LÁMPATEST

Felhasználási terület
 A TALUX-Ex lámpacsalád alkalmazható minden olyan üzemben, ahol 
robbanásveszélyes technológiát alkalmaznak.            
Anyag
Lámpatest: fröccsöntött PC.
Szerelvénytartó: fehérre festett acéllemez
Bura: fröccsöntött  PC
Rögzítés
A lámpatestek mennyezetre vagy függesztve is szerelhetők.
Gyártás
A lámpatestek EVG kivitelben rendelhetők.

Field of application
The TALUX-Ex range of luminaire is suggested for illumination of  
every such worshop, where an explosion-risky technology is applied .
Base material
Body: injected polycarbonate.
Gear trayer: white painted steel sheet.
Diffuser: injected polycarbonate. 
Fixing
The luminaires can be mounted onto the ceiling or suspended aswell.
Manufacturing
The luminaires are available in  EVG make.
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