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Kanlux S.A., ul. Objazdowa 1-3, 41-922 Radzionkéw, (Poland)
herewith declares that the product:

HERMETIC LIGHT FITTING
Type (types): (1) MAH- 1XXX-/A. oo (2) MAH- 1X)O(-/A/CP. v

"~ the letters ‘xxx’ can indicate: 118 for 1x18W, 136 for 1x36W, 158 for 1x58W,
218 for 2x18W, 236 for 2x36W, 258 for 2x58W
‘.../- indicate, that in the description of types can be use extra characters, which determine type of the shield

Trade mark: Kanlux
Basic 230V/50Hz; IP65 ; T8: 18W, 36W, 58W, 2x18W, 2x36W, 2x58W; W
parameters: Shield: PC - IK10, PS - IK02

is in conformity with the provisions of the following EC directive(s) (including all applicable
amendments):

Directive (LVD) - 2006/95/EEC
Directive (EMC) - 2004/108/EEC
Directive (EEI) - 2000/55/EEC

references of standards and/or technical specifications applied for this declaration of conformity:

EN 60598-1:2008 Luminaires. Part 1: General requirements and tests.
EN 60598-2-1:1989 Luminaires. Particular requirements. Fixed general purpose luminaires.
EN 55015:2006+A1:2007+A2:2009 Limits and methods of measurement of radio disturbance

characteristics of electrical lighting and similar equipment.

EN 61000-3-2:2006+A1:2009+A2:2009 Electromagnetic compatibility (EMC) . Part 3: Limits - Section 2:

Limits for harmonic currents emissions (equipment input current < or = 16 A per phase).

EN 61000-3-3:1995+A2:2005 Electromagnetic compatibility (EMC) . Part 3-3: Limits - Limitation of voltage
changes, voltage fluctuations and flicker in public low-voltage supply systems, for equipment with rated current < or =
16 A per phase and not subject to conditional connection.

EN 61547:1995+A1:2000 Equipment for general lighting purposes -- EMC immunity requirements.
EN 61347-1: 2001 Lamp controlgear - Part 1: General and safety requirements .

EN 61347-2-8:2001+A1:2006 Lamp controlgear --Part 2-8: Particular requirements for ballasts for fluorescent
lamps.

EN 50294:1998+A1:2001+A2:2003 Measurement method of total input power of ballast-lamp circuits.

Additional information:
Kanlux S.A. has an implemented Quality Management system according to norm ISO 9001:2008
confirmed by ISO certificate PL8000069 issued by Bureau Veritas Certification Polska Sp. z o.0.

Last two digits of the year in which the CE marking was affixed: CE: 05
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imie, nazwisko, stanowisko osoby upowaznionej
do wystawienia deklaracji



